
                                                         
 
  

Herbawet  
Liquid  
Applicator 
 
Herbawet Liquid Applicator is a hose end liquid siphoning 
applicator. It operates on water pressure. Water flowing over a small 
orifice creates a suction that lifts and mixes the additive into the 
spray stream. It is designed for precision application of Wetting 
Agents and other liquid products. It can be used to spot treat golf 
greens, turf areas, container pots or bedding plants in areas where a 
normal sprayer is not available or impractical. Small quantities of 
product can be applied with large volumes of water giving precise 
dosing.   
Gives full dosing flexibility with a adjustable metering dial. 
  
METERING DIAL SETTING  
The metering dial setting determines the amount of product siphoned 
from the bottle. A measurement can be made by filling the bottle with 
water and setting the metering dial to desired setting. Note: Setting the 
metering dial to “off” prevents any siphoning of the product. Measure 
the amount (ml.) removed from the bottle in 1 minute. A separate 
measurement could be made for each metering dial setting. Note: 
Remember, viscosity of each product used will likely alter the 
application rate and the metering dial setting.  
  
WATER FLOW RATE  
Determine the water flow rate in litres per minute (LPM) from the water 
source being used. The LPM can be determined by attaching the 
applicator to the hose and filling a known size container. Note the time it 
takes to fill the container, then calculate the LPM. Example: If it takes 20 
seconds to fill a 20 Litre bucket, then the flow rate is 60 LPM. (20 Litres 
÷ 20 seconds x 60 seconds = 60 LPM) 
 
APPLICATION TIME  
Knowing the flow rate of the water source, and the amount of product 
used with each metering dial setting, helps determine the required  
application time to apply the proper amount of product at the proper 
dilution rate. Example : 
Using a 25mm hose with a water pressure of 8-8.5 Bar gives a flow rate 
of 60 Litres per  Minute. In these conditions the Liquid Applicator 
delivered the following quantities of wetting agent:  
Setting 2 – 10 mls in 1 min 
Setting 3 – 30 mls in 1 min 
Setting 4 – 60 mls in 1 min 
Setting 5 – 75 mls in 1 min 
Setting 6 – 100 mls in 1 min 

Setting 7 – 125 mls in 1 min 
Setting 8 – 136 mls in 1 min 
Setting 9 – 150 mls in 1 min 
Therefore if we are treating a 500 sq m green with wetting agent at a 
desired rate of 20L per Hectare (1L of wetting agent per 500 sq m) we 
can select setting  6 and apply for 10 minutes. 
  
HOW TO USE: 
1. Before attaching Applicator to hose assembly, flush quick-coupler 
and hose to clear debris. 
2. Attach Applicator to hose assembly.   
3. Remove bottle and fill with desired amount of wetting agent or 
other product, before selecting a siphon setting. Turn metering dial 
as far clockwise as possible to the “OFF” position.  
4. Attach bottle to the Applicator. During operation and transport, always 
keep the Applicator in an upright position.   
5. Slowly access water by turning quick-coupler key. It is not necessary to 
access the quick-coupler or other water source to the full operating position. 
The Applicator will siphon at a range of water pressure and flow rates.  
6. When ready to spray, turn metering dial to proper setting (1 through 9). 
The higher setting will increase siphon rate.   
7. Spray uniformly at a predetermined pace. Typically covering 100 sq. m. of 
area in less than one minute.  
8. When finished, turn metering dial to “OFF.”   
9. Continue spraying to water-in product where required.   
10. Always keep water flow open and flowing through Applicator before 
turning quick-coupler key. Note: Water flow  shut-off valve causes back 
pressure to quick-coupler and can be hazardous!  
11. After each use, the Applicator must be cleaned to ensure trouble-free 
operation.  Return unused product to original container. Rinse bottle, refill 
with clean water and spray for several minutes to rinse out metering chamber 
body. It is important that sufficient water be sprayed through the Applicator 
to thoroughly clean metering valve.  
Proper application of product depends upon water flow rate, metering dial 
setting and application time.  


